—r L —— (W

PULSONIX

 PulsoniXV4.6 Release N

— |
Inciided free-of-charge in your Pulsonix maintenance

—

Part Variants

Pulsonix already allows Parts to be fitted or not fitted within

build variants but this has now been expanded in Version 4.6 to
allow additional functionality. The variants option may now have
Part, Footprint and Attribute/Value variants. All variant types are
available in the standard product at no extra charge. Properties: Area - Variants
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And because component and footprint variants are allowed, their The Properties dialog allows easy definition of Part Variants

position within the design can also be different. All connectivity
between each component in each variant is monitored and
maintained at all times.

Feature Summary for Pulsonix V4.6

Add to net on multiple items

Designate an area as the design extents for use in View All
Rename selected items only

Printing to single/multiple plot outputs

Offsetting of additional plots using Add to Plot

Control for Pan sensitivity

Symbols and Parts added to Find Browser

Pintype 'PCB Connect' added to ERC option

Block Instance Attributes added

Save to Block File available with no scm block selected, this saves the whole design to a block file
Intelligent Gerber Import allows spans to be specified

Toggle Display Connection to just those currently selected

Design level thermal pad rules specific to Surface Mount, Through Holes and Vias

Differential Pairs
(used in High Speed Cost Option)

The Differential pairs option has been enhanced to
allow better control of the routing performed and
for layer swapping options to be included.
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